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THIMBLE
RF2181

TOP SWIVEL
RS006010

SHACKLE
RF150

FURLER
RS006000

SNAP-SHACKLE
RF6170

TWO WAY LINK
RF815

SPECIFICATIONS:  SMALL BOAT GENNAKER 
FURLER
 
 

RS006000 - FURLER
MWL                      = 650kg (1430lb)
BL                           = 1300kg (2860lb)
WEIGHT                  = 138g (4.9oz)
FURLER LINE Ø       = 4-5mm (5/32"-3/16")
SHACKLE                = 5mm (3/16")
 

RS006010 - TOP SWIVEL
MWL                      = 650kg (1430lb)
BL                           = 1300kg (2860lb)
WEIGHT                  = 84g (3.0oz)
SHACKLE                = 5mm (3/16")
 

RS000001 - SERIES 60 FURLER PRE-SPLICED LINE
DIAMETER                  = 5mm (3/16")
PRE-SPLICED LENGTH = 8m (26ft)
 

ACCESSORIES:
 

RF6170 - SNAP SHACKLE ADAPTER
MWL                      = 500kg (1100lb)
BL                           = 1000kg (2200lb)
WEIGHT (RF6170)   = 49g (1.7oz)
WEIGHT (RF6171)   = 62g (2.2oz)
 

RF150 - SHACKLE
BL                           = 1500kg (3300lb)
WEIGHT                  = 10g (0.4oz)
 

RF815 - TWO WAY LINK
BL                           = 1100kg (2425lb)
WEIGHT                  = 14g (0.5oz)
 

RF2181 - SAILMAKER THIMBLE
MATERIAL               = SS316
WEIGHT                  = 5g (0.2oz)
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M4 Nylok 

S60 Furler Maintenance Manual 

I - FURLING LINE REPLACEMENT: 

• RS000001 – 8m (26ft) pre-spliced continuous loop.

• RFSPLICE-1 – Splicing needle can be purchased if a custom length is required.  Cut the RS000001 loop and re-splice.

o Refer to next page for splicing instructions.

What you will need: Spanner to suit M4 (5/32”) nut, Silicon lubricant spray (eg: Ronstan Sailfast RF3000). 

 

              

NOTES: 

• Remove the M4 Nylok nut holding the Stainless Steel guide to the furler shaft.

• Slide out the guide from the shaft allowing the PTFE strip to come free.

• Replace the furling line with the RS000001 new pre-spliced continuous furling line.

• Spray Ronstan Sailfast or similar silicon based lubricant in to the groove in the plate to ensure smooth operation.

• Re-connect the guide to the shaft ensuring that the 2 bosses on the guide push in to the matching cutouts in the PTFE strip.

• Swivel the drum by hand to check that the drum spins freely over the PTFE strip.

Two Cam cleats can be used to keep the furling line tight when not in use and keep the sail from unfurling. 

II-Maintenance:

• Rinse regularly with fresh water to remove salt.

• Apply Ronstan RF3000 Sailfast (or a similar silicon based lubricant) over the body and components to enhance performance and

prolong service life.

• Replacement, continuous furling line loops are available, order part number RS000001.

III – SPLICING INSTRUCTIONS: 

Step 3 

Step 2 Step 1 

Step 4 

S60INS 




